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649 Strike
	 •	� Supplied standard for panic & 

fire rated openings
	 •	� Surface applied
	 •	� Black nylon coated

688 Trim Retrofit Kit
	

Specifications	 8800 Series Rim Exit Device

8800 Features
• �Designed for standard width stile applications on wood and metal doors
• �Also available as an HC8800 or WS8800 for hurricane-resistant applications, 

see Hurricane-Resistant section of this catalog
• Most functions are non-handed
• Single point rim latching device
• �Single door & double door applications with mullions
• Quiet operation and solid security
• Devices are ANSI A156.3 – 2008 Grade 1
• UL Fire and Panic listed	

8800 Series 
Rim Exit Device

	 Door Types	� Wood or metal 1 3/4" (44 mm) minimum thickness.  For doors over  
1-3/4” to 2-1/4” thick, specify thickness and order as 31- Option

	 Rail sizes as	 Rails are available in 4 sizes, use door width to determine size needed.  
	 determined by door 	 Rails will be factory cut to size, if door width is supplied 
	 width	 • E Rail for 24" to 32" door widths, No cutting required for 32" door 
		  • F Rail for 33" to 36" door widths, No cutting required for 36" door 
		  • J Rail for 37" to 42" door widths, No cutting required for 42" door 
		  • G Rail for 43" to 48" door widths, No cutting required for 48" door
	 Strike 	 649 Standard Black Nylon Coated
	 Optional Strikes 	 642, 644 and 613
	 Dogging Feature 	 Hex key dogging standard on non fired rated devices; specify 16- for cylinder 	
		  dogging (#41 cylinder supplied)
	 Electric Options 	 AL- Alarm 
		  BT- Beacon™ 
		  PL- SARGuide Photoluminescent Coated 
		  TL- SARGuide Illuminated Touchpad 
		  53- LX Latchbolt Monitor 
		  54- Outside Lever Monitoring 
		  55- Request-to-Exit Signal - Rail Monitoring 
		  56- ELR Remote Latch Retraction 
		  57- Delay Egress & Electromagnets 
		  58- Electric Dogging 
		  59- Electroguard – Self Contained Delayed Egress
	 Mounting Fasteners 	� Supplied standard with wood and machine screws  

Available with through-bolts and mortise (sex) nuts
	 Latch Bolt 	 Stainless steel, 3/4" (19mm) throw
	 Device Centerline from 	 41" (1041 mm) for Standard Applications 
	 Finished Floor 	
	 Center Case Dimensions  	 8-3/8" (213mm) x 2-5/8" (67mm)
	 Projection	� Pushbar Neutral – 3" (76 mm) 

Pushbar Depressed – 2-1/8" (54 mm)
	 Fire Exit Hardware	 See Chart – Page 3

•	� Mortised. Dimension “L” 		
equals door thickness plus 		
1/2" (13mm). Black nylon 		
coated on lip only.

Alternate Strikes For 8800 Rim Devices 

�•	� Half mortised.  
Black nylon coated.

•	� Surface applied. For use 		
on pairs of doors without 		
mullion. Ductile Iron.			 
Black nylon coated.

1/4" 
(6mm)

1-1/2" 
(38mm)

5/8" 
(16mm)

3-5/8" 
(92mm)

1-1/2"
(38mm)

3-5/8" 
(92mm)

1-1/2" 
(38mm)

“L”

7/16" 
(38mm)

2” 
(92mm)

2-7/16"
(62mm)

613 Strike642 Strike 644 Strike
•	� 688 Trim Retrofit kit allows 

an 8800* Series rim exit 
with an ET to replace Von 
Duprin’s 98/99 Series exit 
with trim with minimal 
door prep.

* Except for 16 function

•	� Order as: 688 Kit

8800 Rim Exit Device
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8800  
Panic & Fire

Options	 Series	 Function	 Rail Lgth	 Trim	 Hand	 Outside Finish	 Inside Finish	 Door Width 
	F1-83-56	 88	 13	 F	 ETL	 RHR	 26D	 32D	 36"

04 03
Night Latch

Key Retracts Latch
#34 Cylinder Supplied

8804 x ET_

06 09
Key unlocks Trim, Trim retracts latch/

Trim relocks when key is removed
#41 Cylinder Supplied

8806 x ET_

10 01 No outside operation (No Cylinder) 8810

10 02 No outside operation (No Cylinder)
ET Control is used as Pull Only 8810 x ET_

13 08 Key Outside Unlocks/locks Trim                   
#41 Cylinder Supplied 8813 x ET_

15 14 Passage Only (No cylinder) 8815 x ET_

16 10
Key Outside Retracts Latch;                        

Key Inside Unlocks/Locks O/S Trim
O/S #34 Cylinder & I/S #44 Cylinder Supplied

8816 x ET_

40 02
Freewheeling Trim -                           

No outside operation                      
(No Cylinder) Dummy Trim

8840 x ET_

43 08
Freewheeling Trim -                                         

Key Outside Unlocks/locks Trim                   
#41 Cylinder Supplied

8843 x ET_

44 03
Freewheeling Trim -                                    
Key Retracts Latch                            

#34 Cylinder Supplied
8844 x ET_

46 09
Freewheeling Trim -                             

Key unlocks Trim, Trim retracts latch/            
Trim relocks when key is removed                   

#41 Cylinder Supplied
8846 x ET_

73 Electrified ET Trim - Fail Safe                                        
Power Off, Unlocks Lever (No Cylinder) 8873 x ET_

74 Electrified ET Trim - Fail Secure                                      
Power Off, Locks Lever (No Cylinder) 8874 x ET_

75
Electrified ET Trim - Fail Safe                                       

Power Off, Unlocks Lever, Key Retracts Latch                  
 #34 Cylinder Supplied

8875 x ET_

76
Electrified ET Trim - Fail Secure                                        

Power Off, Locks Lever,                  
Key Retracts Latch                   

#34 Cylinder Supplied
8876 x ET_

ANSI Type 1     
Options

Description & Cylinder Info 
(1-3/4" Door)

8800
Panic & Fire

8800

Mechanical Options:  
12-  
16-  
19-  
31-  
36-  
37-  
43-  
53-  
54-  
55-  
56-  

 56-HK-  
57-  
58-  
59-  

 BC-59-  
76-
85-
86-
87-  
AL-  
BT-  

 CPC-  
GL-  
LD- 
PL-  
SG-  
TB-  
TL-  

 Cylinder Options:  
10-  

10-21-  
10UL-  
10-63-  

11-  
11-21-  
11-60-  
11-63-  
11-64-  

11-70-7P-  
11-72-7P-  
11-73-7P-  

11-65-73-7P-  
21-  
22-  
51-  
52-  
60-  
63-  
64-  
70-  
72-  
73-  

65-73-  
65-73-7P-  

73-7P-  
81-  
82-  

F1-82-  
83-  

F1-83-  
84-  
BR-  
LC-  

*SC-  
*SE-  

Lever Designs for ET Controls
A, B, E, F, J, L, P, W

Also available with Coastal Series & 
Studio Collection Levers

ET Designation with Suffix 
(Used to order ET without device)
8800 Series: 704, 706-8, 710, 713-8, 
715-8, 716, 740, 743-8, 744, 746-8, 
773-8, 774-8, 775-8 & 776-8

Freewheeling Trim
The lever rotates when the door is 
locked preventing excessive force from 
being applied to the horizontal lever

Note: Exit devices are available in all standard finishes, except 14, 15, 26 & 26D. With these finishes, exit devices are supplied in 32  
or 32D to match accordingly. 26 or 26D is automatically supplied when 32 or 32D is specified. For nickel finishes, specify 14/32 or 
15/32D to receive nickel finished trims and stainless exit devices.

* FSL, FSW, MSL and PSB trims are used with (HC-& 12-) 8888 and 8804 only and are the same as FLL, FLW, MAL and PTB pulls except for cylinder hole located 3/8” (9mm) lower.
Note: Thumb piece trims for 63 and 66 function devices are identical and are identified as 66 function when trim is ordered separately.
Note: FLW & FSW trims are not available in 32(629) or 32D(630) 

* Options are not  
available with 8816

Description & 
Cylinder Info.
(1-3/4" Door)

04 03
Night Latch

Key Retracts Latch                   
#34 Cylinder Supplied

814-FSL* 814-
FSW* 814-MSL* 814-PSB* 814-STS 8804 x Trim

Designation

Available  
Finishes

10 02 No O/S Operation or Cylinder 
(Pull Only) 810-FLL 810-FLW 810-MAL 810-PTB 810-STS 8810 x Trim

Designation

SARGENT 
Finishes

ANSI   
Finishes

28 15 Passage Only             
(No cylinder) 828-FLL 828-FLW 828-MAL 828-PTB 828-STS 8828 x Trim

Designation

03       
04          
09          
10        

10B      
10BL

14
15

20D
26

26D
32

32D      

605       
606           
611            
612         
613        
614
618
619
624
625
626
629
630

63 05
Key Outside Unlocks/              

Locks Trim                   
#34 Cylinder Supplied

866-FLL 866-FLW 866-MAL 866-PTB 866-STS 8863 x Trim
Designation

66 07
Key Outside Retracts Latch; 

Key Inside Unlocks/Locks O/S 
Trim O/S #34 & I/S #44 

866-FLL 866-FLW 866-MAL 866-PTB 866-STS

N/A

N/A

N/A

862 Pull

862 Pull

8866 x Trim
Designation

700 Series ET Trim
	� �Exits with ET Trim, specify 

lever design after the ET 
designation (e.g., ETL)

SeriesTrim Designations
• �Use three letter designations (Ex “PTB”) when ordering the 

Exit Device with trim
• �Use the six digit designation (Ex “866-MAL”) when 

ordering trim without an Exit Device, always specify finish

Pull & Thumb Piece Trim Section 

SARGENT 
Function 
Numbers

ANSI
Function 
Numbers

SARGENT 
Function 
Numbers

ANSI
Function 
Numbers

Electrified ET Trim
Voltage must be specified for the  
following functions:  73, 74, 75 and 76. 
Specify: 12VDC or 24VDC

8800 Functions & Trims

“D
at
ed

 M
at
er

ia
l f
or

  

Tr
ai
ni
ng

 P
ur

po
se

s 
Onl

y”



80 Series

90
64

1:
 E

 0
6/

01
/1

1	
Co

py
rig

ht
 ©

 1
99

8-
20

11
, S

ar
ge

nt
 M

an
uf

ac
tu

rin
g 

Co
m

pa
ny

, a
n 

AS
SA

 A
BL

O
Y 

G
ro

up
 c

om
pa

ny
. A

ll 
rig

ht
s r

es
er

ve
d.

 
			




Re
pr

od
uc

tio
n 

in
 w

ho
le

 o
r i

n 
pa

rt
 w

ith
ou

t t
he

 e
xp

re
ss

 w
rit

te
n 

pe
rm

is
si

on
 o

f S
ar

ge
nt

 M
an

uf
ac

tu
rin

g 
Co

m
pa

ny
 is

 p
ro

hi
bi

te
d.

1-800-727-5477  •  www.sargentlock.com10

648 & 653 Strikes (Alternate Strikes for 8700 SVR Devices) 

8700 Series 
Surface Vertical Rod Exit Device

624 Bottom Strike

	 •	 Standard for 8700
	 •	� Applied to surface of floor 

or to a flat threshold
	 •	 Black nylon coated

2-1/2" 
(64mm)

3/8" 
(10mm)

9/16" 
(14mm)

Specifications for 8700 Series Exit

Features
•	� Two point latching (top & bottom with adjustability 

�through center case)
•	� Standard bottom latch compatible with latch track 

thresholds (by others)
•	 Single and double door applications
•	 Devices are ANSI A156.3 – 2008 Grade 1
•	 UL Fire and Panic listed
•	� Also available as an HC8700 or FM8700 for 

hurricane-resistant applications, see Hurricane-
Resistant section of this catalog

•	� Rods are 1/2" (13mm) brass, bronze or stainless steel
Note:  The 8700 Exit Device can not be used less  
bottom rod. If less bottom rod is desired, specify 
NB8700 Series Exit Device.

646 Top Strike

	 •	 �Standard for both Panic & 
Fire (12-) Hardware

	 •	 Surface applied to frame
	 •	 Black nylon coated
	 •	 Replaces 629 Strike

1-5/32"
(29mm)

3-11/16"
(94mm)

3/4" 
(19mm) 1/4" 

(6mm)

655 Bottom Strike

	 •	 �Standard for 12-8700 and 
14-8700

	 •	 Stainless steel
	 •	 Black nylon coated
	 •	 Replaces 647 Strike

2-3/4" 
(70mm)

1-13/16"
(46mm)

Inside Lever Assembly 
for 300 Series Aux Control

Attaches to top rod and 
engages with 300 Series 
Auxiliary Control. Packed 
standard with 306 and 313 
Auxiliary Controls
Part # 97-2378

1 7/8" 
(48mm)

1-1/8" 
(29mm)

7/16" 
(11mm)

2-1/2" 
(64mm)

648 Strike
For doors having 
transom panel 
applications

Black nylon coated

Alternate for 12-8700
1-3/4" 

(44mm)

2-3/4" 
(70mm)

2-1/8" 
(54mm)

653 Strike

1/2' 
(13mm)

2-5/16" 
(59mm)

Black nylon 
coated

	 Door Types	� Wood or metal 1 3/4" (44mm) minimum thickness.  For doors over 1-3/4"  
to 2-1/4" thick, specify thickness and order as 31- Option 
4-1/2" (114mm) minimum stile with trim and 
3-1/2" (44mm) minimum stile without trim.

	 Rail sizes as	 Rails are available in 4 sizes, use door width to determine size needed.  
	 determined	 Rails will be factory cut to size, if door width is supplied 
	 by door width	 • E Rail for 24" to 32" door widths, No cutting required for 32" door 
		  • F Rail for 33" to 36" door widths, No cutting required for 36" door 
		  • J Rail for 37" to 42" door widths, No cutting required for 42" door 
		  • G Rail for 43' to 48" door widths, No cutting required for 48" door	
	 Strike 	� 649 Top Strike (Panic and Fire Rated) 

624 Bottom Strike; 655 Fire Rated Bottom Strike
	 Dogging Feature 	 Hex key dogging standard on non fired rated devices; specify 16- for cylinder 	
		  dogging (#41 cylinder supplied)
	 Electric Options 	 AL- Alarm 
		  BT- Beacon™ 
		  PL- SARGuide Photoluminescent Coated 
		  TL- SARGuide Illuminated Touchpad 
		  53- LX Latchbolt Monitor 
		  54- Outside Lever Monitoring 
		  55- Request-to-Exit Signal - Rail Monitoring 
		  56- ELR Remote Latch Retraction 
		  57- Delay Egress & Electromagnets 
		  58- Electric Dogging 
		  59- Electroguard – Self Contained Delayed Egress
	 Mounting Fasteners 	� Supplied standard with wood and machine screws 

Available with through-bolts and mortise (sex) nuts
	 Top & Bottom Bolt 	 Brass, Stainless steel
	� Device Centerline from	 41" (1041 mm) for Standard Applications; 38" (965mm) for elementary 		

	 schools and to meet local accessibility standards when a 300 Series Auxiliary 	
	 Control is used

	 Door/Opening Height	 �Must be specified - 120" (3048mm) Max Door Opening
	 Center Case Dimensions  	 8-3/8" (213mm) x 2-5/8" (67mm)
	 Projection 	� Pushbar Neutral – 3" (76mm) 

Pushbar Depressed – 2-1/8" (54mm)
	 Fire Exit Hardware	 See Chart – Page 3

8700 Surface Vertical Rod Exit Device
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Description & Cylinder Info.  
(1-3/4" Door)

8700 
Panic & Fire

8700
Panic & Fire

ANSI Type 2     
OptionsDescription & Cylinder Info.  

(1-3/4" Door)
8700

Panic & Fire 8700

 Mechanical Options:  
12-  
14-  
16-  
19-  
31-  
36-  
37-  
43-  
53-  
54-  
55-  
56-  

56-HK-  
57-  
58-  
59-  

BC-59-  
76-
85-
86-
87-  
AL-  
BT-  

CPC- 
LD-  
PL-  
SG-  
TB-  
TL-  

 Cylinder Options:  
10-  

10-21-  
10UL-  
10-63-  

11-  
11-21-  
11-60-  
11-63-  
11-64-  

11-70-7P-  
11-72-7P-  
11-73-7P-  

11-65-73-7P-  
21-  
22-  
51-  
52-  
60-  
63-  
64-  
70-  
72-  
73-  

65-73-  
65-73-7P-  

73-7P-  
81-  
82-  

F1-82-  
83-  

F1-83-  
84-  
BR-  
LC-  
SC-  
SE-  

Freewheeling Trim
The lever rotates when the door is 
locked preventing excessive force from 
being applied to the horizontal lever

Electrified ET Trim
Voltage must be specified for the  
following functions:  73 and 74. 
Specify: 12VDC or 24VDC

Description & Cylinder 
Info. (1-3/4” Door)

Available  
Finishes

SARGENT 
Finishes

ANSI   
Finishes

03       
04          
09          
10        

10B      
10BL

14
15

20D
26

26D
32       

32D      

605       
606           
611            
612         
613        
614
618
619
624
625
626
629       
630

700 Series ET Trim
	� Exits with ET Trim, specify 

lever design after the ET 
designation (e.g., ETL)�

Options	 Series	 Function	 Rail Lgth	 Trim	 Hand	 Outside Finish	 Inside Finish	 Door Width	 Door Height	 AFF
 F1-83-	 87	 13	  F	 ETL	 RHR	 32D	 10B	 36"	 84"	     41"

06 09
 Key unlocks Trim, Trim retracts latch/  

Trim relocks when key is removed 
#41 Cylinder Supplied

8706 x ET_

10 01 No outside operation (No Cylinder)** 8710

10 02 No outside operation (No Cylinder)** 
ET Control is used as Pull Only 8710 x ET_

13 08 Key Outside Unlocks/locks Trim 
#41 Cylinder Supplied 8713 x ET_

15 14 Passage Only (No cylinder) 8715 x ET_

40 02 Freewheeling Trim -  
No outside Operation (No Cylinder)** Dummy Trim 8740 x ET_

43 08
Freewheeling Trim -

Key Outside Unlocks/locks Trim
#41 Cylinder Supplied

8743 x ET_

46 09
Freewheeling Trim -

Key unlocks Trim, Trim retracts latch/
relocks when key is removed #41 Cylinder Supplied

8746 x ET_

73 Electrified ET Trim - Fail Safe
Power Off, Unlocks Lever (No Cylinder)** 8773 x ET_

74 Electrified ET Trim - Fail Secure
Power Off, Locks Lever (No Cylinder)** 8774 x ET_

10 02 Pull Only
(No Cylinder)*** 810-FLL 810-FLW 810-MAL 810-PTB 810-STS 8710 x Trim

Designation

28 15 Passage Only 
 (No cylinder) 828-FLL 828-FLW 828-MAL 828-PTB 828-STS 8728 x Trim

Designation

62 06
Key unlocks Trim, Trim retracts latch/                                                 

Trim relocks when key is removed                                               
#34 Cylinder Supplied

866-FLL 866-FLW 866-MAL 866-PTB 866-STS 8762 x Trim
Designation

63 05 Key Outside Unlocks/                           
locks Trim  #34 Cylinder Supplied 866-FLL 866-FLW 866-MAL 866-PTB 866-STS 8763 x Trim

Designation

06 12
Key unlocks Turn; Turn retracts latch/

Turn relocks when key is removed
#41 Cylinder Supplied

8710 x 306

10 02 862 Pull Only
(Optional Pulls: 863 & 864) 8710 x 862

13 11 Key Outside Unlocks/locks Turn
#41 Cylinder Supplied 8710 x 313862 Pull

SARGENT 
Function 
Numbers

ANSI
Function 
Numbers

SARGENT 
Function 
Numbers

300 Series++ 
Auxiliary Control & 862 Pull

ANSI
Function 
Numbers

SARGENT 
Function 
Numbers

ANSI
Function 
Numbers

300 Series  
Aux. Control

How to order:

Note: Exit devices are available in all standard finishes, except 14, 15, 26 & 26D. With these finishes, exit devices are supplied in 32 
or 32D to match accordingly. 26 or 26D is automatically supplied when 32 or 32D is specified. For nickel finishes, specify 14/32 or 
15/32D to receive nickel finished trims and stainless exit devices. 
Note: AFF means Above Finished Floor, center line of rail Above Finished Floor
** Cylinder Override is available with a 306 Aux Control
Example Order: 8773F 12V x ETMG x 306 x RHR x 32D x 36"w x 84"h

*** Cylinder Override is available with a 306 Aux Control
Note: Thumb piece trims for 62 and 63 function devices are identical and are identified as 66 function when trim is ordered separately.
Note: FLW trim is not available in 32(629) or 32D(630)

Pull & Thumb Piece Trim Section 

ET Designation with Suffix 
(Used to order ET without device)
8700 Series: 706, 710, 713, 715, 740, 
743, 744, 746, 773 & 774

Lever Designs for ET Controls
A, B, E, F, J, L, P, W
Also available with Coastal Series &
Studio Collection Levers

Note: When ordering 8700 Series Exit Device x 300 Series Aux. Control, specify 10 Function for the exit. Example: 8710F x 306 x RHR x 32D x 42" x 90" 
++ Note: Exit Devices must be mounted 38" AFF when used with a 300 Series Auxiliary Controls to meet ICC/ANSI A117.1-2003 Accessible & Usable Buildings and Facilities Code

Trim Designations
• �Use three letter designations (Ex “PTB”) when ordering the 

Exit Device with trim
• �Use the six digit designation (Ex “866-MAL”) when ordering 

trim without an Exit Device, always specify finish

8700 Functions & Trims
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Mechanical Options:

Catagories How to Specify Detailed Description

Fire Rated 12- UL Fire Label Exit hardware (not available with 16- & HK-)

SVR Bolt 14- Sliding bolt bottom case for 8700

Cylinder Dogging
16- Cylinder lockdown with # 41 Cylinder & # 97 Ring (not available with 12-, 57, 59-, AL- or BT- Option)

LD- Less dogging for non fire rated devices

Less Touch Pad 19- Pushbar without Lexan touchpad (not available TL-)

8900/8300 Strike 23- 4-7/8" (124mm) ANSI flat lip strike (for 8900 & 8300 Series Mortise Lock Exit Devices)

Thick Doors 31- Doors over 1-3/4" and/or Panels (Specify door thickness, panel thickness & location as required) Not available for HC8700, 
FM8700, PP, PR & SP8700, PP, PR & SP8600, LP, LR & LP8700 Extended lip strike supplied for 8300 & 8900 Series 

Security Fasteners
36- Six lobe security head screws

37- Spanner head screws

Flush End cap 43- Flush End Cap (Not available with LP, LR & LS Devices)

Electrical                         
Options

53- Latchbolt monitoring switch (not available with 59-, GL-, HC-, WS- or on FM8700, PP/PR/SP8600 & LP/LR/LS8600 Exit Devices)

54- Monitors ET Lever movement with Internal micro switch in ET Control

55- Request to Exit - Signal Switch in Rail (not available with 59- & FM8700)

56- ELR - Remote Latch Retraction (not available 57-, 58-, 59-, AL- or BT- Option)

56-HK- ELR - Remote Latch Retraction with manual Hex Key dogging (not available 12-, 57-, 58-, 59-, AL- or BT- Option)

57- Delayed Egress (Electromagnetic Lock required & purchased separately) (not available 16-, 56-, 59-, AL- or BT- Option)

58- Electric Rail Dogging (Not available 56- & 59-)

59- Electroguard® Self Contained Delayed Egress Device (not available with 16-, 55-, 56-, 57-, 58-, AL-, BT-, GL-, HC- & WS-  
Options and on NB8700, PP/PR/SP8600 & LP/LR/LS8600 Exit Devices)

AL- Alarmed Exit (Not available 16-, 56-, 57-, 59-, BT-, GL-, HC- & WS-)

BC-59- Electroguard® Boca Code (Door Status Switch required) (not available with 16-, 55-, 56-, 57-, 58-, AL-, BT-, GL-, HC- & WS-  
Options and on NB8700, PP/PR/SP8600 & LP/LR/LS8600 Exit Devices)

BT- Beacon- Emergency Audio & Visual egress system with a self contained Laser, Flashing LEDs & Audio alert (not available FM8700 
Devices & theses Options 16-, 56-, 57-, 59-, BC59- and AL)

TL- SARGuide Electro-Luminescent Touchpad (not available 19-, 85-, 87- & PL-)

Tactile Warning 
Options

76- Tactile Warning - Milled Outside Lever (not available with Studio & Coastal Levers and the A Lever)

85- Tactile Warning - Abrasive strip on Push Rail (Not available with PL- & TL-)

86- Tactile Warning - Abrasive coating on Outside Lever

87- Tactile Warning - Abrasive strip on Push Rail & Abrasive coating on Outside Lever (not available with PL- & TL-)

Finish Protection
CPC- Clear Powder Coat (Available for 32 & 32D Finishes)

SG- MicroShield antimicrobial clear powder coat

Top Rod Only NB- Less Bottom Rod & Bolt (for SVR & CVR Devices)

Guarded Latch GL- Guarded Latch for Rim Exit Devices (not available 53-, 59-, AL-, HC- & WS-)

SARGuide PL- SARGuide™ PL – Photoluminescent Coated Push Rail – (Touchpad eliminated) (not available 85, 87 & TL-)

Through Bolts TB- Through Bolts for 8300, 8500, 8600, 8700, 8800 & 8900 Devices

Mechanical Options & Descriptions
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Cylinder Options:

Conventional Cylinder - SARGENT Conventional Cylinders Supplied Standard (Unless Otherwise Specified)

Degree Key System

DG1- SARGENT Degree Key System Level 1 (bump resistant with patented keys)

DG1-21- Degree Level 1 Construction Master Keying 

DG1-60- Degree Level 1 Removable Disposable Construction Core

DG1-63- Degree Level 1 Removable Core

DG1-64- Degree Level 1 Removable Construction Keyed LFIC

DG1-65- Degree Level 1 Unassembled/Uncombined Core

DG2- SARGENT Degree Key System Level 2 (geographically exclusive; bump and pick resistant)

DG2-21- Degree Level 2 Construction Master Keying

DG2-60- Degree Level 2 Removable Disposable Construction Core

DG2-63- Degree Level 2 Removable Core

DG2-64- Degree Level 2 Removable Construction Keyed LFIC

DG2-65- Degree Level 2 Unassembled/Uncombined Core

DG3- SARGENT Degree Key System Level 3 (geographically exclusive; UL437 certified; bump and pick resistant)

DG3-21- Degree Level 3 Construction Master Keying

DG3-60- Degree Level 3 Removable Disposable Construction Core

DG3-63- Degree Level 3 Removable Core

DG3-64- Degree Level 3 Removable Construction Keyed LFIC

DG3-65 Degree Level 3 Unassembled/Uncombined Core

Signature  
Key System

10- SARGENT Signature Key System (Not Available with other Key Systems) 

10-21- SARGENT Signature Construction Key System (Lost Ball) 

10UL- SARGENT Signature UL437 Key System (Not Available with other Key Systems)  

Signature- LFIC 10-63- SARGENT Signature Large Format Interchangeable Core Cylinder (Removable)

XC- Key System
11- XC Key System (Not available with other Key systems unless specified)

11-21- XC- Construction Key System (Lost Ball) 

XC- Large Format
Interchangeable Core

(Removable Core)

11-60- Device to accept XC- Permanent Large Format Interchangeable Core, Disposable plastic Core- provided
11-63- Device provided with XC- Large Format Interchangeable Core Cylinder - (Includes masterkeying, grand masterkeying)
11-64- Device provided with Keyed construction core to accept XC- Permanent  Large Format Interchangeable Core (ordered separately)

XC- Small Format
Interchangeable

Core

11-70-7P- Device to accept XC- SFIC ( 7-Pin) XC- Permanent Cores, plastic disposable core provided  
11-72-7P- Device to accept XC- SFIC (7-Pin Keyed Construction Core provided) cylinder Permanent core ordered separately            
11-73-7P- Device provided with XC- Small Format 7-Pin interchangeable core (Includes masterkeying, grand masterkeying)            

11-65-73-7P- Device provided to accept XC- Uncombinated 7-Pin SFIC (Permanent) Core - (Packed Loose) 
Construction Key 

Systems
21- SARGENT Lost Ball Construction Keying for Conventional, XC and Signature Series (N/A with 63- or 73-)
22- SARGENT Construction Split Key System for Conventional Cylinders (Existing Systems Only)  (N/A with 10-, 11-, 63- or 73-)

Old Style Removable 
Core

51- Removable Core Cylinder (Old Style) provided (existing systems only)
52- Removable Construction Core (Old Style)  Permanent core ordered separately (existing systems only) 

Large Format 
Interchangeable Core

(Removable Core)

60- Device to accept SARGENT Permanent Large Format Interchangeable Core, Disposable plastic Core provided  
(Permanent Cores ordered separately)

63- Device provided with Large Format Interchangeable Core Cylinder - (Includes masterkeying, grand masterkeying)
64- Device provided with Keyed construction core to accept Permanent Large Format Interchangeable Core (ordered separately)

Small Format 
Interchangeable  

Core

70- Device to accept 6- or 7-Pin SFIC Permanent Cores, plastic disposable core provided 
72- Device to accept 6- or 7-Pin SFIC (6-Pin Keyed Construction Core provided) Cylinder (Permanent Core ordered separately)
73- Device provided with 6-Pin SFIC (Includes masterkeying, grand masterkeying) 

65-73- Device provided to accept Uncombinated 6-Pin SFIC (Permanent) Core - (Packed Loose for field keying)
65-73-7P- Device provided to accept Uncombinated 7-Pin SFIC (Permanent) Core - (Packed Loose for field keying) 
73-7P- Device provided with Small Format 7-Pin Interchangeable Core (Includes masterkeying, grand masterkeying)

Keso & Keso F1

81- Device provided with housings to accept Keso (83) & Keso F1 (F1-83-) removable cores. (Permanent Cores ordered separately) 
82- Device provided with SARGENT Keso Security Cylinder

F1-82- Device provided with SARGENT Keso F1 Security Cylinder (Patented)
83- Device provided with SARGENT Keso Security Removable Core cylinder

F1-83- Device provided with SARGENT Keso F1 Security Removable Core cylinder (Patented) 
84- Device provided with SARGENT Keso Construction Cores (Permanent Cores ordered separately) 

Added Security BR- Bump Resistant Cylinder (Available with Conventional & Conventional XC Cylinders Only)
Less Cylinder LC- Less Cylinder - SARGENT supplies standard blocking rings for 1-1/8" Cylinders (For longer cylinders order collars/rings separately)

Schlage Keyways
SC- Schlage C keyway cylinder, 0 bitted (not available with: 8904, 8916, 8944, 8975, 8976, 8866, 8304, 8344, 8375 & 8376)
SE- Schlage E keyway cylinder, 0 bitted (not available with: 8904, 8916, 8944, 8975, 8976, 8866, 8304, 8344, 8375 & 8376)

Lever to  
Accept Schlage SF- L Lever to accept Medeco KeyMark Large Format Interchangeable and Schlage Full Size Interchangeable Core  

(Supplied Less Cylinder, but with tailpiece needed) (Available for 88-KLL & 88-CLL)

Note: For V-10 Cylinders and information, contact ASSA

Cylinder Options & Descriptions
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12- 89 75 F ETMR 12VDV RHR 26D 32D 36” 84” 41”

Options Device Type Function Rail Size Trim Voltage Hand Outside  
Finish

Inside 
Finish

Door  
Width

Opening
Height AFF

Available
Options
Listing

Pgs 72-73

89 - Mortise 04 - Night
Latch E 24"-32"

For ET
trim

specify ET
followed
by Lever
design,

See pages
62-65

For
Thumb
Piece

Trims and
Pulls

specify Trim
Designation 
as specified
by Device

Type

12VDC

24V0DC

Voltage
required

for
Solenoid

Controlled 
Functions -
73, 74, 75

& 76

RHR Available
Finishes 
page 75

Required
for

Vertical
Rod Exit
Devices

Center
Line of

Rail
Above
Finish

Floor 41"
Standard

WS89 - Mortise 06 - Night
latch F 33"-36" LHR

88 - Rim 10 - Dummy J 37"-42"

HC88 - Rim 13 -
Classroom G 43"-48"

WS88 - Rim 15 - Passage
Rail Sizes

Listed Below
are for LP, LR
& LS Devices

Only

87 - SVR 16 -
Entrance

NB87 - SVR 28 - TP
Passage

HC87 - SVR 40 -
FW Dummy

FM87 - SVR 43 - FW
Classroom L 36" Door

MD86 - CVR 44 - FW 
Night Latch M 42"-44"

AD86 - CVR 46 - FW 
Night Latch N 46"-48"

WD86 - CVR 62 - TP  
Night Latch

85 - Rim Narrow 63 - TP
Classroom

MD84 - CVR 
Narrow

66 - TP
Entrance

AD84 - CVR
Narrow

73 - 
Solenoid
Fail Safe

83 - Mortise 
Narrow

74 - 
Solenoid

Fail Secure

PP87 - CTL SVR

75 - 
Solenoid
Fail Safe

w/Cyl

PR87 - CTL SVR

76 - 
Solenoid

Fail Secure
w/Cyl

SP87 - CTL SVR

PP86 - CTL CVR

PR86 - CTL CVR

SP86 - CTL CVR

LP86 - CTL CVR

LR86 - CTL CVR

LS86 - CTL CVR

If door
width

is
supplied

rails
will be
cut to

size

Inside 
Finish

Available
Finishes
page 75

Legend
AD -	 Aluminum Door	 HC - 	 Hurricane Code 
AFF -	 Above Finish Floor	 MD - 	 Metal Door 
CTL - 	 Center & Top Latching Exit	 NB - 	 No Bottom Rod 
CVR - 	Concealed Vertical Rod	 SVR - 	 Surface Vertical Rod 
ET - 	 SARGENT External Lever Trim	 TP - 	 Thumb Piece Trim 
FM - 	 FEMA	 WD - 	 Wood Door 
FW - 	 Freewheeling Trim	 WS - 	 Windstorm 

1-800-727-5477  •  www.sargentlock.com78

How to Order Exit Devices
Example Order:
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1/4"
(6mm)

Finished Floor

Mounting Heights
•	 �41" (1041mm) from finished floor for standard application
•	 �38" (965mm) from finished floor for elementary schools and to meet local 

accessibility standards when a 100 or 300 Series Auxiliary Control is used 
(38" AFF must be specified)

1/8"
(3mm)

	 Hand

Left Hand
Reverse  

“LHR”

Right Hand
Reverse 
“RHR”

Outside

Inside

How to Order
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SARGENT Manufacturing Company 
100 Sargent Drive, New Haven, CT 06511 USA 
800-727-5477 • www.sargentlock.com

Founded in the early 1800s, SARGENT® is a market leader in locksets, cylinders, door closers, exit devices,  
electro-mechanical products and access control systems for new construction, renovation, and replacement applications.  
The company’s customer base includes commercial construction, institutional, and industrial markets.

Copyright © 2008, 2009-2011, Sargent Manufacturing Company, an ASSA ABLOY Group company. All rights reserved.  
Reproduction in whole or in part without the express written permission of Sargent Manufacturing Company is prohibited.

ASSA ABLOY is the global leader in door opening solutions, dedicated to  
satisfying end-user needs for security, safety and convenience.
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